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WHAT IS NILAMTEC B2? 
 
NILAMTEC B2 IS A NEW PRODUCT 
SERIES FOR DIGITAL 
TRANSFORMATION. IN ADDITION TO 
RUGGED DESIGN, B2 CAN BE 
CONFIGURED WITH INUDSTRIAL 
GRADE HARDWARE FOR TASK SPECIFIC 
APPLICATIONS.   
 
The Nilamtec B2 is a rugged handheld 
designed for digital transformation 
execution in hash environment. You can 
make use of it to collect accurate data 
for your digital transformation 
processes, and communicate with your 
frontline staffs on real time basis to 
make sure that the tasks are completed 
precisely.  
 
Industrial Application Features 
 
To increase your field application 
efficiency and accuracy, Nilamtec B2 
supports optional built-in hardware for  
professional applications which include 
cm level RTK GNSS receiver, 1D/2D 
barcode scan engine, and thermal 
image camera. Nilamtec B2 can be used 
as a professional tool for land survey, 
warehouse / POS management, 
document control, industrial electricity 
inspection and etc.  
 
 
Large Screen and Light Weight 
 
B2 is an Android 16 smartphone with 
6.78” sunlight readable and glove 
operable screen. The big screen allows 
the user to read industrial maps, review 
content rich documents, and input data 
in an easy way.  
 
Its weight starts from 298g (including 
battery). It is as easy to use as 
consumer type smartphone.  
 

Reliability and Efficiency in The Field 
You can take B2 as a smartphone to the 
field without worry about dust, water, 
damage caused by dropping the phone, 
high or low temperature, and long 
operation hour. 
 
- B2 provides IP67 rated protection 
from dust and water ingress.  
 
- B2 is Tested against MIL-STD-
810G standard, the operating 
temperature of B2 is from -20°C to 
+60°C. The drop resistance is also up to 
1.2m.  
 
B2 provides you uncompromised 
support whenever you need it.  
 
-  
Power Management 
 
B2 supports long lasting operation and 
fast charging.  
  
- 6800 mAh built-in battery allow 

you keep working for 10 hours in 
remote sites.  

 
- 33W fast charging allows you to 

power up the device in short time. 
 

- Optional wireless charging allows 
you to charge the device in the way 
that you prefer.  

 
B2 power makes you powerful in your 
work.  
 
 
 
 
 
 
 
 
 
 

Nilamtec B2 Helps you to win the 
game in digital transformation  
 
It is a smart investment in B2. B2 helps 
you to collect accurate data in your 
field operation and improve your field  
efficiency of your operation.  
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TECHNICAL SPECIFICATIONS 
 
SYSTEM 

• Integrated 5G cellar data, 
voice, and text capability 

• MTK MT6835T Octa core 
(2xA76 @2.4GHz + 6xA55 
@2.0GHz) Processor. 

• 8GB RAM, 128GB Flash 
Memory 

• 32MP rear camera, 8MP front 
camera 

• Bluetooth 5.1 

• WIFI IEEE802.11 b/g/n/ac, 
2.4GHz and 5GHz 

• Capacitive multi-touch 6.78” 
IPS LCD 1080 x 2460 pixel 
Gorilla Glass Screen, 600cd/m² 
Brightness 

• 6800 mAh long lasting built-in 
wide temperature range 
battery 

• Support Micro SD card 

• Dual SIM, Dual Standby 
 
OPERATING SYSTEM  

• Android 16  
 

COMMUNICATIONS NETWORK 

• GSM: B2/3/5/8 

• CDMA: BC0/BC1/BC10 

• WCDMA: B1/2/4/5/6/8/19 

• TDD: B34/38/39/40/41 

• FDD: 
B1/2/3/4/5/7/8/12/13/17/18/
19/20/25/26/28AB/66/71 

• NR-SA: 
N1/3/5/8/20/28/38/41/71/77
/78/79 

• WIFI:  IEEE 802.11 b/g/n/ac, 
2.4GHz and 5GHz 

• Bluetooth: Bluetooth 5.1 

• USB: USB 3.0, Type C  

• NFC: 13.56 MHz 
ISO/IEC14443, ISO/IEC15693, 
MIFARE, Felica, Read distance:  
3-5cm 

 

POWER MANAGEMENT  
 

• Battery: 6800 mAh built-in 
wide temperature range Li-ion 
battery 

• Fast Charging: 33W 

• Wireless Charging: Optional 
 
 
SENSORS 

Gravity, Gyroscope, 
Accelerometer, Ambient Light, 
Proximity, Geomagnetism  

 
 
PHYSICAL 
 

• Size: 83.4 x 178.25 x 14.15 mm 

• Weight: approx. 298 g 
(including battery, the weight 
various with models)  

• Buttons: Power, Volume 
up/down  

• Virtual Keys: 
Back/Home/Menu 

 
 
ENVIRONMENTAL 
 
Temperature: 

• Operating: -20 °C to +60 °C  

• Storage: -30 °C to +70°C 
 
Humidity:  

• 95% non-condensing 
Dust and Water Proof:  

• IP67 IEC 60529  
Drop Resistance:  

• 1.2 m free drop (MIL-STD-
810G) 

 
 
 
 
 
 
 
 

Optional Features: 
 

• 1D/2D barcode scan engine 

• Thermal Imaging 

• GNSS RTK 

• Wireless Charging 
 

 
Hardware Extension: 
 
Custom Hardware Extension variant is 
available. please consult your sales 
consultant.   
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